Midibox 16 by Thorsten Klose
PCB documentation by Martin Volkel
Connecting Analogue Devices
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EXAMPLE: HEADPHONE JACK FOR EXTERNAL DEVI CES W TH REROUTI NG FOR | NTERNAL D.

(ONLY ONE SHOWED HERE)
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(E.G 8/0ONES ON ADDI TI ONAL PCB)
USE THI' S LI NE TO CONNECT

I NTERNAL DEVI CES( SEE ABOVE)

I'F NO JACK I'S PLUGGED I N, SI GNAL FROM CORRESPONDI NG | NPUT ON LI NE3
W LL BE REROUTED TO LINE1 ( THE "REAL" | NPUT)
OTHERW SE THE DEVI CE CONNECTED TO THE JACK WLL BE ACTIVE ON THI S | NPUT

" TERM NATOR" UNI SOLATED W RE

¢ SOLDERED OVER 9 PI NS
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TO AVO D JI TTERI NG YOU HAVE TO "TERM NATE" OPEN | NPUTS 1,
AGAI NST GND OR ANY OTHER DEFI NED VALUE BETVEEN O AND +5V 1T 1

I'F YOU USE ONLY ONE BANK OF THE ANALOGUE | NPUT CONNECTORS | | | | | | | | | | |
OR | F YOU USE RERQUTI NG (LI KE ABOVE) W THOUT HAVI NG
| NTERNAL DEVI CES CONNECTED TO LINE3 YOU MAY USE TH S
SI MPLE " TERM NATOR' FOR AN ENTI RE BANK OF EI GHT | NPUTS:

(+5V)




